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Fire alarm system

VI-6717
Digital Monitor Interface

Tianjin VSAIL Intelligent Fire Technology Co.,Ltd
No.401,Building 6 , No.1 Xinxing Roard, Wuqing Development Zone,

Tianjin,301700, China

Feature

 Addressable Input Monitor Module

 Easy Installation

 Input circuit line detection with EOL resistor

 LPCB approved to EN 54-18:2005

Description

VI-6717 Digital Monitor Interface is

addressable input module that monitors

the active firefighting equipment,

including water flow indicator, pressure

switch etc., transmitting action signals

from those devices to the fire alarm

control panel (FACP) through a detection

loop.

The input line has open circuit detection

function with EOL resistor .It can provide

a fault signal to FACP when an open

circuit occurs.

Technical data

Operating Voltage: 16-28V(Modulated-pulse)

Standby Current: ≤0.5mA

Alarm Current: ≤1.0mA

Wiring: Two-wire（non-polarized）

Temperature range: -10℃～50℃

Humidity: ≤95%RH, （40±2℃）No condensation

Operating Indication: Operate LED Flashing

Signal Input: Action LED Emitting

Fault Indication: Operate LED Off

IP Rating: 32

Installation Base: VB-6618

Weight: Module 59g, Base 58g

Dimiension&Wiring

Notes:
 1, 2: Connecting with Detection loop

(Non-polarized) L+; L-

 9, 10: Connecting with input signal contact.

 It must connect with Passive switch signal at input contact.

 Use RSV 1.0mm2or above fire cable for each terminal.Laid through metal tube(cable sink) or PVC tube.
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Dimensions：82mm*82mm*39mm(Base included)

Base
VB-6618


